
Scheda tecnica - DMR-CA  

La coperta antincendio LI-ION Safe impedisce al fuoco di diffondersi 
nell'ambiente e ha una resistenza alla temperatura non inferiore a 
1100C.  

Le normali coperte antincendio non possono resistere alle 
temperature estremamente elevate degli incendi delle batterie. 

Il materiale della coperta antincendio è Hi-Tech Silica. 

Dimensioni:

• 600cm x 900cm (DMR-CAVE)

• 300cm x 270cm (DMR-CAXL)

• 200cm x 180cm (DMR-CAM)

Caratteristiche del prodotto: 

• Contiene: 1 coperta antincendio
• Impedisce che il fuoco si diffonda 
nell'ambiente circostante
• Resistenza alla temperatura fino a 1100 °C
• Materiale in silice ad alta tecnologia per una 
durata a temperature estreme
• Include una comoda borsa da trasporto
• Adatto per uso regolare o statico
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Technical datasheet - DMR-CA 

Toepassingsgebied 

The LI-ION Safe fire blanket prevents the fire from 

spreading to the environment and has a temperature 

resistance of no less than 1100C.  

Ordinary fire blankets cannot withstand the extremely 

high temperatures of battery fires. The material of this 

fire blanket is Hi-Tech Silica. Apply with regular or static 

use. 

Dimensions 

Product Features: 

• Contains: 1 fire blanket

• Prevents fire from spreading to the

surroundings

• Temperature resistance up to 1100°C

• Hi-Tech Silica material for extreme

temperature durability

• Includes a convenient carrying bag

• Suitable for regular or static use
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